AT&T 22 State CCEA [Cross Connect Equipment Assignment] ASR Guide* [See NOTE Below]
Local Interconnection/E911 Trunk - Combo ASRs 

	ASR Field

(DS0, DS1)
	SE

Requirements
	SW

Requirements
	MW

Requirements
	W

Requirements

	APOT 

(relates to the A or primary location)
	N/A
	Optional
	Optional 
	Optional

	SPEC
	N/A
	Yes = LSPSET 

	Yes = COLLCA
	N/A

	NCI 

(relates to the CFA or CCEA)
	Yes - 3rd & 4th character = QB
	Yes- 3rd & 4th character = QB
	Yes- 3rd & 4th character = QB
	Yes- 3rd & 4th character = QB

	CFA
	Yes

Example : 

DS1 = 12345/T1TIE/1 CLMASCSN/CLMASCSNWxx
· A LOC CLLI = 8 character F/ACTL CLLI
· Z LOC CLLI = 11 character F/ACTL CLLI [exception in FL]

· T1TIE [the second character  is numeric]

	No
	No
	No

	CCEA
	N/A
	Yes 

Example:

DS1 = 04010222014
[Relay Rack, Bay, Panel, Jack]

	Yes

Example:

DS1 = 00001/DSX1/45/A LOC CLLI/Z LOC CLLI

[DSX1 Panel]
	Yes

Example:

DS1 = 04010222014
[Relay Rack, Bay, Panel, Jack]


	SECLOC
	C (plus 11 character CLLI)
	C (plus 11 character CLLI)
	C (plus 11 character CLLI)
	C (plus 11 character CLLI)

	SCFA
	Yes = Combo ASR [new T1 is populated]
Example :

DS1= New/T1ZF/01-24/FACTL CLLI/SECLOC CLLI
	Yes = Combo ASR [new T1 is populated]
Example :

DS1= New/T1ZF/01-24/FACTL CLLI/SECLOC CLLI
	Yes = Combo ASR [new T1 is populated]
Example :

DS1= New/T1ZF/01-24/FACTL CLLI/SECLOC CLLI
	Yes = Combo ASR [new T1 is populated]
Example :

DS1= New/T1ZF/01-24/FACTL CLLI/SECLOC CLLI


*NOTE: This document, AT&T 22 State CCEA ASR Guide, is intended to be a guide only. For a complete list of requirements, refer to the Access Service Ordering Guidelines (ASOG) and Carrier Coding Guide (CCG).
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