Valid ICSC Codes Include: 
Midwest: LB01, LB02, LB05 (IL); MB01 (MI); NB01 (IN); OB01 (OH); WT33 (WI); West: SW02 (CA South); SW04 (CA North); SW06 (NV); Southwest: SW10 (AK); SW20 (KS); SW30 (Kansas City, MO); SW40 (St Louis, MO); SW50 (OK); SW60 (Dallas); SW70 (Houston); SW80 (San Antonio); Southeast: AL (SC01), GA (SB01), KY (SC02), LA (SC03), MS (SC04), NC/SC (SB02), N FL (SB03), S FL (SB04), TN (SC05)
DS1 ASR Example (Local and Access)
Administrative Section 
	Field
	Description
	Example

	CCNA
	Customer Carrier Name Abbreviation
	XXX (Identifies the IAC Code of the Carrier)

	PON
	Purchase Order Number
	alpha/numeric
Note: This Field is Controlled by Customer

	VER
	Version Identification
	alpha/numeric
Note: This Field is Controlled by Customer

	ICSC
	Interexchange Customer Service Center
	See Valid ICSC Entries Above

	ACT
	Activity
	N=NEW
D=DISCONNECT

	CC
	Company Code
	XXXX(Identifies the customer requesting local service)
Prohibited for Access

	D/TSENT
	Date and Time Sent
	mmddyy and hour, minute & AM or PM

	DDD
	Desired Due Date
	mmddyy

	REQTYP
	Requisition Type and Status
	SD

	RTR
	Response Type Requested
	alpha/numeric

	AFO
	Additional Forms
	required if additional circuit detail screens are necessary  

	CUST
	Customer Name
	optional

	UNIT
	Unit Identification
	C

	PIU
	Percentage of Interstate Usage
	000=Local
100=Access

	LTP
	Local Transport
	Blank=Special
VALID ENTRIES:

1st Position (Elements to be ordered by this request)
A = Entrance Facility (EF)
B = Trunks, Tandem-Switched Transport and EF
C = Trunks and Tandem-Switched Transport
D = Lines/Trunks, Direct-Trunked Transport and EF to End Office
E = Lines/Trunks and Direct-Trunked Transport to End Office
F = Lines/Trunks
G = Direct-Trunked Transport and EF to End Office or Hub
H = Direct-Trunked Transport to End Office or Hub
I = Tandem-Switched Transport and EF
J = Direct-Trunked Transport to Access Tandem
K = Direct-Trunked Transport and EF to Access Tandem
L = Trunks and Direct-Trunked Transport to Access Tandem
M = Trunks, Direct-Trunked Transport and EF to Access Tandem
N = LTP not applicable
P = Links, Direct-Link Transport and EF to STP
Q = Direct-Link Transport and Links to STP
R = Links

2nd Position (Identifies if element uses special access facility)
A = EF rides special access facility
B = Direct-Trunked Transport rides special access facility
C = Direct-Trunked Transport and EF ride special access facility
D = Tandem-Switched Transport rides special access facility
E = Tandem-Switched Transport and EF ride special access facility
F = No special access

	SPEC
	Service and Product Enhancement Code
	12 State* ACCESS T1s that carry 911 trunks=E911FAC
SW Local DS1=LSPSET

	CKR
	Customer Circuit Reference
	alpha/numeric

	QTY
	Quantity
	number of DS1s

	BAN
	Billing Account Number
	E=Existing      N=New

	ACTL
	Access Customer Terminal Location
	Facility ACTL CLLI

	
ECCKT
	
Exchange Company Circuit ID
	
Blank=New Activity
DS1 circuit id=Disconnect Activity

	REMARKS
	Remarks
	As needed






Bill Information 
	Field
	Description
	Example

	BILLNM
	Billing Name
	bill name for ACNA

	SBILLNM
	Secondary Billing Name
	optional

	ACNA
	Access Customer Name Abbreviation
	alpha

	FUSF
	Federal Universal Service Fee
	E or N
Note: Refer to the ASOG FUSF field Notes for Assessed or Exempted rules, and to the Federal Universal Service Fund Documents

	TE
	Tax Exemption
	alpha

	STREET (Bill)
	Street Address (BILL)
	# and street name assigned by US Postal Service

	FLOOR (Bill)
	Floor (BILL)
	optional

	ROOM (Bill)
	Room (BILL)
	optional

	CITY (Bill)
	City (BILL)
	city name for street address

	STATE (Bill)
	State/Province (BILL)
	alpha

	ZIP CODE (Bill)
	Zip Code (BILL)
	numeric

	BILLCON
	Billing Contact
	employee from ACNA that can be contacted for billing issues

	TEL NO (Bill)
	Telephone Number (BILL)
	numeric



Contact Information 
	Field
	Description
	Example

	INIT
	Initiator
	customer's employee submitting ASR

	TEL NO (INIT)
	Telephone Number (Initiator)
	numeric

	INIT FAX NO
	Initiator Facsimile Number
	optional

	INIT EMAIL
	Initiator Electronic Mail Address
	optional

	DSGCON
	Design/Engineering Contact
	name of customer's designer

	TEL NO (DSG CON)
	Telephone Number (Design Contact)
	numeric

	DSG FAX NO
	Design Facsimile Number
	optional

	STREET (DSG CON)
	Street Address (Design Contact)
	customer designer's mailing address street

	FLOOR (DSG CON)
	Floor (Design Contact)
	optional

	ROOM (DSG CON)
	Room (Design Contact)
	optional

	CITY (DSG CON)
	City (Design Contact)
	customer designer's mailing address city

	STATE (DSG CON)
	State/Province (Design Contact)
	alpha

	ZIP CODE (DSG CON)
	Zip Code (Design Contact)
	Numeric

	DSG EMAIL
	Design Electronic Mail Address
	optional

	IMPCON
	Implementation Contact
	customer's testing contact

	TEL NO (IMP CON)
	Telephone Number (Implementation Contact)
	Numeric

	D/TREC
	Date and Time Received
	mmddyy and hour, minute & AM or PM



Transport
Service Detail 
	Field
	Description
	Example

	NC
	Network Channel Code
	Identifies the network-channel code for the circuit(s) involved
Note: Customers must refer to the Carrier Coding Guide for accurate NC/NCI/SECNCI combinations.
NOTE: 
· 3rd character of NC = “E” (B8ZS/T1ZF)
· 3rd character of NC = “-“ (SF/AMI) 


	NCI
	Network Channel Interface Code
	NCI of highest level facility
Note: Customers must refer to the Carrier Coding Guide for accurate NC/NCI/SECNCI combinations.

	QACI
	Quantity Additional Circuit Information
	Number of additional circuit detail screens, if necessary

	CFA
	Connecting Facility Assignment
	ID of highest level facility
Required=New Connect
Optional=Disconnect

	MUXLOC
	Multiplexing Location
	HUB CLLI
Required when utilizing multiplexing services and ACT=N
Prohibited when ACT=D

	CCEA
	Cross Connect Equipment Assignment
	Tie down assignment at  the ACTL (required if requesting new DS1 not riding a DS3)

	SECLOC
	Secondary Location
	Identifies the terminating end of the circuit, a provider central office or the first point of switching for the circuit being provided.
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*Note: This document is intended to be a guide only. For a complete list of requirements, refer to the Access Service Ordering Guidelines (ASOG) and Carrier Coding Guide (CCG).
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Used if SECLOC is an end user's
premises (for special access
terminations).

Used if SECLOC is a provider end office
termination (including Centrex) or a
secondary ACTL when termination is
UNE transport.




