1 BACK-UP SM LINES

1.1 Back-Up SM Lines

1.1.1 Description

Back-Up SM Lines allow the customer the flexibility to handle temporary peaks in telephone service for their business. These lines can also be used as an alternative line to reach customers, for a computer modem, or a fax machine.

Each Back-Up Line may receive overflow calls from one business line or hunt group.

1.1.2 Restrictions

· Always a measured line

· Customer must have at least one primary line

· Must be located on the same premises as primary line

· Cannot be used with PBX, Centrex or BellSouth® ESSX® Network Access Registers (NARs).

· Available from 1A ESS, DMS100, ESWD and 5ESS switches only

· Cannot be used as the primary business line

1.1.3 Tariff References

General Subscribers Service Tariff (GSST) Section A3.38.

1.1.4 USOC/FID References

	Term 

	Definition 


	SBLFX 

	Basic Back-Up line used with business individual line service. 


	SBLLX 

	Basic Back-Up line used with local optional service line. 


	SBLL1 

	Basic Back-Up line used with Business Plus or Business Choice Option 1 primary line; all states except Florida. 


	SBLL2 

	Basic Back-Up line used with Business Plus or Business Choice Option 2 primary line; all states except Florida. 


	SBLO1 

	Basic Back-Up line used with Business Plus or Business Choice Option 1 primary line; Florida only. 


	SBLO2 

	Basic Back-Up line used with Business Plus or Business Choice Option 2 primary line; Florida only. 


	BULRX 

	Overflow to Back-Up line from additional business individual line. 


	BULSX 

	Overflow to Back-Up line from additional local optional service line. 



	


Note: Always use the CFNB FID with these USOCs.

	Table 3. Back-Up Lines USOC/Feature Codes 

	USOC
RES
BUS
DESCRIPTION
AL
FL
GA
KY
LA
MS
NC
SC
TN
BULPX 


 

X

Overflow to Back-Up Line from primary line 

X

X

X

X

X

X

X

X

X

BULQX 


 

X

Overflow to Back-Up Line from another Back-up Line 

X

X

X

X

X

X

X

X

X

BULRX 


 

X

Overflow for additional primary line Back-Up Line  

X

X

X

X

X

X

X

X

X

BULSX 


 

X

Overflow to Back-up line from additional non UBP primary line  

X

X

X

X

X

X

X

X

X

BULTX 


 

X

Overflow to Back-up Line from a hunt group 

X

X

X

X

X

X

BULUX  


 

X

Overflow to Back-up line from each additional hunt group of non UBP lines  

X

X

X

X

X

X

BULVX  


 

X

Overflow to Back-Up Line from each additional hunt group of UBP lines 

X

X

X

X

X

SBLCC  


 

X

Individual line service Back-Up Line associated with Community Circle Plan  

X

SBLFX 


 

X

Individual line service Back-Up Line 

X

X

X

X

X

X

X

X

X

SBLLX 


 

X

Local optional service Back-Up Line  

X

X

X

X

X

X

X

X

X

SBLL1 


 

X

Primary Business Plus Option 1 Service Back-Up Line 

X

X

X

X

X

X

X

X

SBLL2  


 

X

Primary Business Plus Option 2 Service Back-Up Line 

X

X

X

X

X

X

X

X

SBLO1 


 

X

Primary Business Plus Option 1 Service Back-Up Line 

X

X

SBLO2 


 

X

Primary Business Plus Option 2 Service Back-Up Line 

X

X



	Table 4. Back-Up Lines USOC/FID Table 

	USOC  

CFNB 

BULRX 

R 

BULSX  

R 

SBLFX 

R 

SBLLX 

R 

SBLL1  

R 

SBLL2 

R 

SBLO1  

R 

SBLO2  

R 




1.2 FID ANALYSIS AND MAPPING PRODUCTS & SERVICES

1.2.1 FID Name

CFNB - Call Forwarding Number - Busy line 

1.2.2 Purpose

Telephone number to which calls are to be forwarded when Back-Up Line is busy.

1.2.3 Usage

FEATURE LEVEL ACTIVITY

	A

	C

	D


	O

	O

	O



	


(When the USOC SBL++ or BUL++appears inward action coded, the FID CFNB must appear on or apply to that same USOC line

1.2.4 Data Characteristics

	Term 

	Definition 


	Length of Element: 

	8 - 23 characters 


	Alpha/Numeric/Any 

	Numerics, - , and blank 



	


Example:
SBLLX/TN 205 232-1234/CFNB 1 205 555-1234  

· Where 1 = toll indicator (one numerics of 1) (optional) 

· Where 205 = NPA (3 numerics) (optional) 

· Where 555 = NXX (3 numerics) 

· Where 1234 = line number (4 numerics) 

