3 BREAK IN ROTARY

3.1 Break In Rotary 

3.1.1 Description

The Break in Rotary Feature provides an arrangement where Central Office Lines or PBX Trunks may be temporarily removed from a rotary group by means of a key and associated customer provided equipment at the customer's premise. This service is ordered on the same account with the Central Office Lines or Trunks.

The service requires a Series Type 1204 Sub Voice Grade Private Line Signaling Channel from the Private Line Tariff (B3) to be used to send a signal from the customer provided equipment to the control equipment in the serving Central Office. The customer is responsible for activating the break and reactivating the rotary as appropriate.

This service is available in all types of Central Offices. When provided from an ESS Office the Central Office Lines or Trunks should be in a Multiline Hunt Group (HML) arrangement. 

When ordering a new “Break in Rotary Service” arrangement contact the Account Team to coordinate ordering and selecting appropriate options. Customers ordering this service must sign an agreement prior to installation. 

3.1.2 Restrictions

Only offered where facilities permit its use.

3.1.3 Tariff References

General Subscribers Service Tariff (GSST) Section A14.

3.1.4 USOC/FID References

There are no FIDs specific to Break In Rotary; however, all FIDs that would normally apply for the type of service being ordered should be used. 

	Table 10. Break In Rotary Service USOC Table 

	USOC
DESCRIPTION
AL
FL
GA
KY
LA
MS
NC
SC
TN
BRA 

BREAK IN ROTARY NUMBER GROUP-FIRST 10 LINES 

X

X

X

X

BRR 

BREAK IN ROTARY NUMBER GROUP-EACH ADDL 10 LINES 

X

X

X

X

BRR 

BREAK IN ROTARY GROUP-CONTROL RELAY IN CENTRAL OFFICE 

X

GHR 

BREAK IN ROTARY GROUP-1ST 10 LINES 

X

X

X

X

USOC
DESCRIPTION
AL
FL
GA
KY
LA
MS
NC
SC
TN
GHS 

BREAK IN ROTARY GROUP-EA ADDL 10 LINES 

X

X

X

X

99N 

BREAK IN ROTARY GROUP-CHANGE POINT OF BREAK 

X

X

X

X




