30 PBX IDENTIFIED OUTWARD CALLING - IOD

30.1 PBX Identified Outward Calling - IOD

30.1.1 Description

IOD Service supports the identification of PBX Station numbers to itemize billing of IntraLATA Toll calls that are recorded by AT&T Southeast Region. IOD is a service that applies to Outgoing trunks. IOD is provided by use of facilities at the serving Central Office. For calls handled by AT&T Southeast Region, the calling party' s station number is automatically recorded by Automatic Number Identification (ANI) equipment in the Central Office. Some Carriers may not be able to pick up the Station detail information and the calling number would default to the customer's main telephone number. It is the customer's responsibility to handle negotiation for this service with their carriers.

IOD Service is handled as a “designed” service to assure all components are synchronized and tested in the provisioning process.

30.1.1.1 ORDERING CONSIDERATIONS

30.1.1.1.1 CENTRAL OFFICE EQUIPMENT

The Central Office Equipment for IOD Service is ordered with the USOCs NDK, NDL and NDM depending on the total number of outward trunks in the IOD arrangement. The USOC NDK provides IOD Service for the first 10 trunks. Each additional Trunk over 10 will require an NDL or NDM USOC. NDL will be used for the 11th through 50th trunks and NDM will be used for each Trunk from the 51st to the end.

30.1.1.1.2 BLOCKS OF NUMBERS

When a customer has DID Service and wants to add IOD Service to the Station Numbers that already have 7 digit numbers, no additional blocks of telephone numbers are required. The FIDs DID (Direct Inward Dialing) and AID (Automatic Identification of Outward Dialing) are both required following the USOCs representing the Blocks of Numbers. When the Station Numbers have not been assigned 7 digit numbers, fictitious billing numbers can be ordered with the USOC ODA. These fictitious numbers are not dialable and are only used as the billing number for calls made by the station number assigned when IOD Service is requested.

30.1.1.1.3 OUTWARD TRUNKS

Outward Trunks must be ordered between the PBX Location and the serving Central Office. See PBX Trunks USOC and USOC FID Tables for a list of the Trunks. When an Outward Trunk is to be used in an IOD arrangement, the FID AID must be entered following the USOC. When the customer has Outward Trunks included in an IOD arrangement and other Outward Trunks that are not included in the IOD arrangement these trunks can not be arranged in the same trunk group.

30.1.2 Restrictions

Provisioning of IOD Service is subject to availability of facilities and telephone numbers in the central office.

30.1.3 TARIFF REFERENCE

General Subscriber Services Tariff Sections A11 or A12.

30.1.4 USOC/FID REFERENCES

See USOC Table

No fids required.

	Table 394. PBX IDENTIFIED OUTWARD DIALING (IOD) OPTIONAL SERVICES USOC / FEATURE CODE TABLE 

	USOC 

DESCRIPTION 

AL 

FL 

GA 

KY 

LA 

MS 

NC 

SC 

TN 

NDK 

IOD SERVICE FOR THE FIRST 10 TRUNKS IN A GROUP (INCLUDING A DATA LINK), WITH A MINIMUM CHARGE FOR 10 TRUNKS  

X

X

X

X

X

X

X

X

X

NDL 

IIOD SERVICE FOR THE 11TH THROUGH THE 50TH TRUNK IN A GROUP, PER TRUNK  

X

X

X

X

X

X

X

X

X

NDM 

IOD SERVICE FOR THE 51ST AND EACH SUBSEQUENT TRUNK IN A GROUP, PER TRUNK 

X

X

X

X

X

X

X

X

X




