31 PBX NETWORK ACCESS REGISTER AND NETWORK ACCESS SERVICES

31.1 PBX Network Access Register and Network Access Services

31.1.1 Description

Network Access Registers (NAR) and Network Access Services (NAS) that are used in conjunction with PBX Services are PBX Trunks that involve FlexServ®, MegaLink® Channel Service, MegaLink® ISDN or LightGate® service arrangements. The NAR & NAS PBX Trunks are included in the USOC and USOC FID Tables in the section for PBX Trunks. All PBX Trunks have been included in one set of tables to make this guide easier to use and maintain. 

Refer to the USOC Table for PBX Trunks. Find the column on the PBX Trunk USOC Table labeled, Network Access Services. The USOCs that include data in this column may require special FIDs and provisioning. The Trunks that indicate F (FlexServ® ), M (MegaLink Channel Service® ), MI (MegaLink ISDN® ) or L (LightGate® ) require no additional facility from the serving central office to the customer's premise. These services ride a customer purchased Hicap channel to the customer's premise or terminate at a cross connect in the central office. All of these Trunks are “designed” to synchronize the provisioning and testing.

The Trunks that indicate OTH (Other) in this column are not part of one of these arrangements and do not need the additional FIDs or provisioning 

Customized Code Restriction gives customers the option to restrict billable outgoing calls. Customers who have Customized Call Restriction and make outgoing calls to numbers disallowed by the Customized Call Restriction dialing plan will be routed to an appropriate fixed recorded announcement. Customized Code Restriction options are provided on a per line basis.

Some calls will not be blocked regardless of the Customized Call Restriction option in place. These non-blocked calls include calls to such things as public emergency numbers (like 911) and 1+800 numbers.

Customized Call Restriction is ordered by placing the proper USOC in the Feature Field of the order and the proper FID' s, if any, in the Feature Detail Field of the order.

Selective Class of Call Screening enables the customer to secure central office blocking of originating 1+, 101XXXX1+, 10XXX1+, 976 and 900 calls. Additionally, specific screening information from the originating line is sent to the operator on Company handled intraLATA calls to prevent operator assisted calls from being billed to the subscriber's line. Information digits are also passed to long distance providers, other than the Company, to identify the line as requiring special operator handling. 

Subscribing to this service does not relieve the subscriber of responsibility for calls, other than Company intraLATA calls, which originate from the number. Failure of other long distance providers to act on the information digits passed to them could result in charges being placed on the subscriber's number. 

All local calls and calls to Company numbers such as repair service, Directory Assistance Service and public emergency service numbers such as 911 and 1+800 calls will be permitted .

This service is available to all business and residence customers.

Selective Class of Call Screening is ordered by placing the proper USOC in the Feature Field of the Order and the proper FID's, if any, in the Feature Detail Field of the LSR.

Toll Bill Exception or Bill Number Screening, as it is sometimes called, allows customers to restrict incoming collect and/or third number calls carried by AT&T Southeast Region. There may be some cases where calls carried by other companies will be charged to a number with Toll Bill Exception. There are three options available with this service:

· No collect or third number billing accepted

· No third number billing accepted

· No collect billing accepted

Customers must agree to notify users that third number calls are not allowed. Failure by the customer to properly notify users may result in the service being removed from the customer's line.

Toll Bill Exception is ordered by placing the FID TBE and correct data in the Feature Detail Field of the Order following the proper line USOC. 

International Call Block is to assist customers in combating fraudulent international calling. International call Block is available to Basic Exchange customers purchasing flat, measured, or message rate service. It is an end-user service that blocks international direct-dialed calls prefixed by 011+, 10XXX+011+ or 101XXXX+011+.

Customers who make outgoing calls to numbers disallowed by International Call Blocking Service will be routed to an appropriate fixed recorded announcement. 

International Call Block is ordered by placing the proper USOC in the Feature Field of the Order and the proper FID's, if any, in the Feature Detail Field of the order.

PIC NONE is when a customer chooses to have no interLATA long distance carrier. Since no carrier is assigned no 1+ calls outside the LATA can be completed. PIC NONE is ordered by placing data of NONE in the PIC Field.

LPIC NONE is when a customer chooses to have no intraLATA long distance carrier. Since no carrier is assigned no 1+ calls inside the LATA can be completed. LPIC NONE is ordered by placing data of NONE in the LPIC Field.

Toll Restriction provides for denying access to the toll network by automatically routing users to an attendant, a busy tone, or a recording. At least one line or trunk must be made available to the long distance network. All lines/trunks cannot be restricted. A proper Line Class Code is required for this service, so contact the Account Team for more information on this service.

31.1.1.1 Ordering Considerations

31.1.1.1.1 FlexServ®, MegaLink Channel Service®, MegaLink ISDN® Or LightGate®

When a NAR or NAS Service is part of a FlexServ® , MegaLink Channel Service® , MegaLink ISDN® or LightGate® arrangement, multiple accounts and orders are necessary to establish the service. The information in this section of the guide provides information relative to ordering PBX Trunks that are part of a new or existing arrangement. To order the arrangement contact your Account Team if the detail for ordering these services is not provided in this guide.

31.1.1.1.2 Additional FID Requirements

31.1.1.1.3 MegaLink Channel Service® , MegaLink ISDN® Or LightGate®

The FIDs CFA, DSNA and XPOI are additional FIDs required following the NAR or NAS USOC when ordering services that utilize channels on a customer purchased Hicap service. The customer is responsible for providing the CFA FID data which provides the identity of the Hicap and the Channel Number to be used to provision this service. DSNA provides the Circuit Identification for the Hicap and XPOI provides the CLLI (Common Language Location Identification) for this location. The XPOI CLLI Code will match one of the CLLI Codes found in the CFA data. The XPOI indicates which end of the Hicap is used to terminate the circuit being ordered.

31.1.1.1.4 FlexServ®

When a NAR or NAS USOC is part of a FlexServ® arrangement the FID DCT followed by the FlexServ® Service Account Number (10 Alpha Numerics for the Billing Account Number) and the Network Configuration Indicator must be entered following the NAR or NAS USOC. The Network Configuration indicator will be RESRV or ONDEM. RESRV indicates Reservation Configuration and ONDEM indicates On Demand Configuration. When the FlexServ® NAR and NAS is also part of a Hicap arrangement, the FIDs shown above will also be required.

31.1.1.1.5 Additional Usoc Requirements

31.1.1.1.6 FlexServ® , MegaLink Channel Service® , MegaLink ISDN® Or LightGate®

The Optional Features that are found in the PBX Trunk Optional Feature USOC Table are also available for NAR and NAS Trunk services. For example, Touchtone (TJB USOC), Custom Calling Features and other options should be ordered as needed to work with all Trunks including NAR and NAS Trunks. 

The USOC 1PQWU should be ordered when a NAR or NAS terminates in a Hicap arrangement.

FlexServ® arrangement must include the USOC DSLVA for the FlexServ® Termination and a USOC to identify the type of signaling for each NAR or NAS ordered. The Signaling USOCs are SLG-Ground Start, SLQ-Loop Start or SV8- Reverse Battery. These USOCs have been included in this section of the guide because they are only used with NAR and NAS Services. There are no special FIDs that need to be added to these additional USOCs because the FIDs used for provisioning are included with the NAR and NAS USOCs. These additional USOCs will assume the telephone number or Circuit ID provided on the order. 

31.1.2 Restrictions

Valid for Alabama, Florida, Louisiana, Mississippi, South Carolina and Tennessee.

31.1.3 Tariff References

General Subscriber Services Tariff A13.

31.1.4 USOC/FID References

See NAR/NAS USOC Table. 


No FIDs Required.

	Table 395. NAR & NAS Optional Services USOCs / Feature Codes 

	USOC / FEATURE CODE  

DESCRIPTION 

AL 

FL 

GA 

KY 

LA 

MS 

NC 

SC 

TN 

DSLVA  

BASIC FlexServ® SERVICE-PER VOICE GRADE CHANNEL CONNECTION  

X

X

X

X

X

X

X

X

X

MUAMC 

NETWORK ACCESS SERVICE-MINIMUM USAGE CHARGE  

X

X

X

SLG 

GROUND START SIGNALLING FOR FlexServ® NAR/NAS  

X

X

X

X

X

X

X

X

X

SLQ 

LOOP START SIGNALLING FOR FlexServ® NAR/NAS  

X

X

X

X

X

X

X

X

SV8 

REVERSE BATTERY SIGNALLING FOR FlexServ® NAR/NAS  

X

X

X

X

X

X

X

X

X

1PQWU 

NETWORK ACCESS SERVICE-FEATURE ACTIVATION CENTRAL OFFICE-ANALOG VOICE TRUNK  

X

X

X

X

X

X

X

X

X




