CERTIFICATION PURSUANT TO FEDERAL COMMUNICATIONS


 COMMISSION’S SUPPLEMENTAL ORDER (RELEASED NOVEMBER 24, 1999) AND SUPPLEMENTAL ORDER CLARIFICATION (RELEASED JUNE 2, 2000)


IN CC DOCKET NO. 96-98








____________________________ (“Carrier”) hereby certifies that it is requesting that the following special access circuits be reconfigured as a combination of unbundled loop and transport network elements.  Pursuant to the FCC’s Supplemental Order, in support of its request, Carrier also hereby certifies that the specifically identified circuits provide a significant amount of local exchange service, in addition to exchange access service, via those circuits.  By “a significant amount of local exchange service,” Carrier certifies that each of the identified circuits meet one of the following certification options:








Option 1


The carrier is the exclusive provider of the end user’s local exchange service





Option 2


Carrier handles at least one third of the identified customer’s local traffic; and


On the loop portion of the UNE loop-transport service, at least 50 percent of the activated channels have at least 5 percent local voice traffic individually and,


For the entire facility, at least 10 percent of the traffic is local voice traffic.


If the unbundled loop/transport combination includes multiplexing (e.g. DS1 multiplexed to DS3 level), each of the individual DS1 circuits meets the above criteria for this option.





Option 3


At least 50% of the channels are used to provide local dial tone service and at least 50% of the traffic on each of those local dial tone channels is local voice traffic 


The entire loop facility has at least 33% local voice traffic and


If a loop/transport combination includes multiplexing (e.g. DS1 multiplexed to DS3 level), each of the individual DS1 circuits meets the above criteria for this option.


Collocation not required for Option 3


�



Carrier must certify that the requisite information is true for each circuit, and must indicate which Option applies to which circuit.  In order to rely on one of the foregoing Options, Carrier must provide the following information for that Option.  Carrier may submit the information in the format provided with this Certification, or may submit the information in a different format, as long as it is acceptable to SBC.  Carrier’s Certification is applicable to all information submitted in support of the Certification.  Certifications and/or certification information submitted incorrectly, incompletely or in a form not acceptable to SBC will cause the Certification to be rejected.





For Option 1: 


Facility Identification Number of each circuit


Customer A and Z location for each circuit





For Option 2:


Facility Identification Number for each circuit


Customer A and Z location for each circuit


	


For Option 3:


Facility Identification Number for each circuit


Customer A and Z location for each circuit








This certification is made by Carrier through its authorized representative ________________, whose title is _____________________, and who is fully competent to make this Certification, and who has personal knowledge of the facts stated in the Certification and attachments, and attests that they are true and correct.





EXECUTED THIS ____ DAY OF _____, 2000 BY:





_________________________


[FULL LEGAL NAME OF CARRIER]





________________________________


________________________________


Authorized Representative of [Full Legal Name of Carrier]



































